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TR518 Sl

SERIES

¢ USB Interface
* 2,560 Analog Test Points
¢ Improved Reliability, Accuracy & Testing Speed

e Programmable Open/Short Threshold

¢ R/L/C/D Measurement

e 3-Point Capacitor Polarity Test

e Transistor, FET, SCR, and Photo Coupler Testing Modes
¢ Board View Function

¢ Auto Learning Program Generation

e Auto Guarding Points Selection

¢ PIN Contact Check Capability

e ATM with integrated DCB and ACB
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General
Maximum Analog Test Points 2,560 points

Windows Compatible PC or Laptop with USB Ports

Operating System Microsoft® Windows 7 — 10

Power Requirement 200 — 240V, Single phase, 50/60 Hz, 500 VA

Air Requirement Dry air 2.5 — 8 kg/cm?; Air consumption: 28 liters/cycle

Fixture Type Press

Optional Control box

Analog Hardware

Programmable Frequency 100 Hz, 1 kHz, 10 kHz, 100 kHz

Programmable DC Voltage Source 10 V maximum, resolution: 10 mV

Programmable DC Current Source 100 mA maximum

Programmable AC Voltage Source 2 Vpp maximum, resolution: 10 mV

Resistance 40 mohm — 40 Mohm
Capacitance 10 pF — 40 mF
Inductance 10puH — 60 H

Guarding Capability

Automatic Guarding Point Selection Up to 5 points per test step

General Purpose Interface
16 channel I/O interface

Optional Hardware

TestJet Technology for Vectorless open circuit detection

Programmable High Voltage DC Source Up to 100 V/100 mA

Dimensions/Weight
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1000 (39.4) 900 (35.4)
Unit: mm (in.)

Weight 220 kg (485 Ibs)
Rack 9 - 30 kg (19.84 -66.14 Ibs)

(does not include notebook or accessories;
final weight determined by system selected)

Powerful Software Environment

Microsoft® Windows 7 operating system software

User-friendly interface

Auto debug for all passive tests (shorts/opens, R/L/C components, clamping diodes, and TestJet)
Built-in system diagnostics

Test Coverage and Cpk reporting are standard

Multitude of data log output formats are available

Board View will visually highlight failures to device/pin/trace level

Board Revision software (1 program for multiple board versions)

Program Modification Report (Reports any changes to program after release)
Shop floor system support

Specifications are subject to change without notice. Content may not be used as acceptance criteria.
All trademarks are the property of their owners.

The absence of a product or service name or logo from this list does not constitute a waiver
of TRI’s trademark or other intellectual property rights concerning that name or logo. All other
trademarks and trade names are the property of their owners.
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